Technical data sheet
Base V20 and V25 3pole +NPE with remote signaling

Item no. 5095859

Base

e Suitable for V 25-B+C or V 20-C and C 25-B+C

 \With remote signalling and potential-free changeover contact for function monitoring
¢ Pre-mounted and ready for connection

« \With protection against incorrect insertion

o For TN-S and TT network systems

90

* Labelled connections

Item no. 5095859

Type V20-C U-3+NPEFS
Description 1 Bottom part V20 and V25
Description 2 with remote signalling + NPE
Dimension 3+NPE+FS

Smallest sales unit (VG) 1 Piece

Weight 34,00 kg/100 pe.
Temperature range -40-+80 °C

Pole version 3+N/PE

Version 3-pole with NPE; with RS; base
Version 3+ NPE

Protection rating IP20

Protection rating IP20

Division unit TE (17.5 mm) 5

Telecommunications contact |

Connection cross-section, flexi-

ble

1 OBO | Vers. 77668

2,50-25,00 mm?


https://obo.de/article/sku/de-DE/5095859
https://obo.de/article/sku/de-DE/5095859
https://obo.de/article/sku/de-DE/5095859
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Connection cross-section, rigid | 2,50 - 35,00 mm?
Connection cross-section, multi-| 2,50 - 35,00 mm?
wire

Signalling on device None

2 OBO | Vers. 77668


https://obo.de/article/sku/de-DE/5095859
https://obo.de/article/sku/de-DE/5095859
https://obo.de/article/sku/de-DE/5095859
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